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25X1

(¢) NATIONAL PHOTOGRAPHIC INTERPRETATION CENTER

Attachment to N-800L (5/70)
h May 1970

REFERENCE TO MISSION GA T168 ATR WARNING RADAR FACILITY
SHANGYUNG, CHINA
21-17N 101-39E

25X1

1. SIGNIFICANCE: THIS BRIEFING BOARD DEPICTS A NEW ATR WARNING

RADAR FACILITY APPROXIMATELY FIVE NAUTICAL
MILES (NM) FROM THE CHINA/LAOS BORDER. THIS
FACTLITY IS CAPABLE OF TRACKING ATRCRAFT OVER

ALL OF NORTHERN LAOS.

2. TLOGATION: SHANGYUNG AIR WARNING RADAR FACILITY IS LOCATED

2.5 M WEST OF SHANGYUNG AT 21-17-35N 101-39-55E.

3. BACKGROUND: A SIMITAR INSTALLATION, MENGLA ATR WARNING RADAR

FACTLITY , TOCATED 4.3WM WEST- 25X1

NORTHWEST OF MENGLA AT 21-30-45N 101-29-4OE, WAS

FIRST OBSERVED IN\

THIS FACILITY CONSISTED OF ONE MOON FACE OR
MOON CONE RADAR AVD 16 SUPPORT BUILDINGS. IT

NOW APPEARS ABANDONED.

4. TFIRST IDENTIFICATION: GA T168, 8 APRTT, 70. 25X1
5. NEGATTION DATE:
These notes have been prepared for briefing purposes only and should not be used for detailed analytical work. Their use
should be restricted to the particular briefing boards (s) they were prepared for and must be considered valid only for the re-
porting period as indicated by the date of issue. For information concerning these notes contact Chief, Imagery Exploitation
Group NPIC.
GROUP 1: EXCLUDED FROM
GRADING
o SECRET
25X1
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(c) NATIONAL PHOTOGRAPHIC INTERPRETATION CENTER
Attachment to N-8004(5/70)
Page 2 of 2
REMARKS : THE MOON CONE RADAR AND THE MOON FACE RADAR
HAVE MAXIMUM EFFECTIVE RANGES OF 225NM AND
1'7rONM RESPECTIVELY, AGATNST A TEN- METER -

SQUARE TARGET AT 34,000 FEET.

MTSSION READOUT: THIS FACILITY, WHICH IS AIMOST SURROUNDED BY

A PERSONNEL TRENCH SYSTEM > CONSISTS OF ONE REVETTED MOON FACE OR MOON CONE
RADAR; THREE COVERED REVEIMENTS, ONE OF WHICH CONTAINS A PROBARLE VEHICLE;
EIGHT SUPPORT BUITDINGS 5 THREE AUTOMATIC WEAPONS POSITIONS, AND THREE

BASKETBALL COURTS. TWO CARGO TRUCKS ARE OBSERVED IN THE AREA, 25X 1

ENLARGEMENT 30X

These notes have been prepared for briefing purposes only and should not be used for detailed analytical work. Their use
should be restricted to the particutar briefing boards (s) they were prepared for and must be considered valid only for the re-
porting period as indicated by the date of issue. For information concerning these notes contact Chief, Imagery Exploitation
Group NPIC.
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